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Hon. Daniel M. Fox,Supt., 
United States Mint, 
Philadelphia. 
Dear Sir? 
Since writing you yesterday, I have again examined the 
— subject of changing the location of this main exhaust pipe of new 
steam plant, as suggested by your Mr. ‘James; I find that the 
change is nay only impracticable, but not desirable, if it were 
practicable, As regards its eweetieanivicy. I ee 
FIRST, It is impossible to run this dtpeuct pipe from the pro- 
posed location of the heater in the northwest corner of the engine 
room, to the point in the press room where it is intended to run 
through the floors to the roof, by reason of its interferance 
with all the shafting, belts, aaleye &Ce, to run the machinery 
in the rolling mill aeoees In order to eves this trouble, we 


would be obliged to carry it from the heater +tto the boiler room, 
Lute Claws foaarefe Cele Pug ferre: 2erd Fort hn~orw, ; 
and thence through the floors to the roof; Such a line is impos— 


Sees Panee) because the pipe would interfere With the steam pipe 
; 


from the boilers; and also with a belt intended to drive the ven- 


tilating fan located in the above-mentioned passage. 
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SECOND, The outlet of this pipe at the roof, would be immed~ 
iately in front of one of the windows in the cammniion you have 
built above the adjusting room. 

In conversation with Mr. James this morning, I discovered 
that he had abandoned this idea, and in place of it, had suggested 
another location, which would ae, to locate the — in the 
southwest oueney ax the engine Hecing If it were possible, this 
location is more disadvantageous than the one first suggested by 
him. The ceiling of this portion of the room is occupied by @ 
great number of shafts and pulleys; and on the principle that two 
things cannot.ocecupy the same Poe at the same time, it must be 
abandoned. wee. oa em 

The space which we have laid out for thie-pipe, namely; the 
northwest corner of the engine room, passes dawovtiy to the Seo" 

baz Ge2Za_ : 
tical pipe in the corner of the rolling mill, the adjusting room 
and the new room above it, -mé — — —— — with an exhaust ee 
on the top of the French Yoofs It oceupies less space, and is a 


direct run from its inlet to its outlet. The entire change of 


steam plant has been arranged, looking to this as its outlet, and 


a 
~ 


to make any changes at the present time, would be absolutely sui- 

cidal. , | 
In accordance with my request of yesterday, to have holes 

cut in the floors, so that a line can be dropped from the upper 


floor down to the basement, I would again refer to, and urgently . 
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request that this be attended to at the earliest possible moment. 
The time of completion is drawing near; accurate measurements must 
be taken, that the work may be ordered and put in the hands of the 
maker; athemwice, the completion of the entire work will be de-~ 
layed, and the machinery will not be ready to go into operation at 
the time specified; In order to be perfectly plain as to where 
these holes should be, I will repeat the request of yesterday 
That small holes be —— in each of the floors as follows}? 
Floor of Rolling Mill. 
Floor of Adjusting Room, and 
Floor of room above paises room, 
These holes should be verticaljover each other, located 118 inches 
from the northwest corner of the new engine pices and equally dis= 
tant between the two weltins | 


Very respectfully, 


Glaze GF Baro Ch, 
Ll trrdelo, 
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Wilson Brothers & Co. 

Civil Engineers and Architects, 
Philadelphia, Pa., 

May 12, 1887 


Hon. Daniel M. Fox, Supt., 
United States Mint, 
Philadelphia. 


Dear Sir: 


Since writing you yesterday, I have again examined the subject of changing the location 
of the main exhaust pipe of new steam plant, as suggested by your Mr. James. I find that the 
change is not only impracticable, but not desirable, if it were practicable. As regards its 
practicability, I would state: 


FIRST, It is impossible to run this exhaust pipe from the proposed location of the heater 
in the northwest corner of the engine room, to the point in the press room where it is intended to 
run through the floors to the roof, by reason of its interference with all the shafting, belts, pulleys 
&c., to run the machinery in the rolling mill above. In order to avoid this trouble, we would be 
obliged to carry it from the heater through the boiler room, into the passage between Engine and 
boiler room, and thence through the floors to the roof. Such a line is impossible, First, because 
the pipe would interfere with the steam pipe from the boilers; and also with a belt intended to 
drive the ventilating fan located in the above-mentioned passage. 


SECOND, The outlet of this pipe at the roof, would be immediately in front of one of the 
windows in the new room you have built above the adjusting room. 


In conversation with Mr. James this morning, I discovered that he had abandoned this 
idea, and in place of it, had suggested another location, which would be, to locate the heater in 
the southwest corner of the engine room. If it were possible, this location is more 
disadvantageous than the one first suggested by him. The ceiling of this portion of the room is 
occupied by a great number of shafts and pulleys; and on the principle that two things cannot 
occupy the same space at the same time, it must be abandoned. 


The space which we have laid out for the heater, namely; the northwest corner of the 
engine room, passes directly to the vertical pipe to be located in the corner of the rolling mill, the 
adjusting room and the new room above it, and ---- with an exhaust nozzle on the top of the 
French roof. It occupies less space, and is a direct run from its inlet to its outlet. The entire 
change of steam plant has been arranged, looking to this as its outlet, and to make any changes at 
the present time, would be absolutely suicidal. 


In accordance with my request of yesterday, to have holes cut in the floors, so that a line 
can be dropped from the upper floor down to the basement, I would again refer to, and urgently 
request that this be attended to at the earliest possible moment. The time of completion is 
drawing near; accurate measurements must be taken, that the work may be ordered and put in the 
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hands of the maker; otherwise, the completion of the entire work will be delayed, and the 
machinery will not be ready to go into operation at the time specified. In order to be perfectly 
plain as to where these holes should be, I will repeat the request of yesterday: That small holes 
be pierced in each of the floors as follows: 


Floor of Rolling Mill. 
Floor of Adjusting Room, and 
Floor of room above adjusting room. 


These holes should be vertical, over each other, located 18 inches from the northwest 
corner of the new engine room, and equally distant between the two walls. 


Very respectfully, 
Chas. G. Darrach 
for W.B. & Co. 


